
超低结露点气体机组

设备采用原装进口压缩机、自复叠制冷技术，制冷能力强，温度低，制备气体结露点-50~-120℃，气体流

量 0~300L/min 制冷剂采用复配环保型制冷剂，制冷单元采用本公司自行研发的单元，制冷快，节能环保；气体流

道采用特殊密闭式换热结构，承压高，流量大，换热快，温度低。主要适用于科研院所，军工，汽车、半导体行业；

功能可选配：流量控制、压力控制、定时除霜等功能；

特殊需求请咨询本公司。本公司接受定制需求；
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设备特点

1：采用自复叠制冷技术；

2：自复叠采用本公司全新研发制冷单元，该单元换热快、体积小、制冷剂无泄漏，延长设备使用年限；

3：采用原装进口压缩机，具有运行平稳，噪音低，功率小，能耗低，寿命长。

4：自行研发设计高效油过滤器，分离效果达到 99.9%以上，提高制冷效率；

5：蒸发器与气体通道整体设计，采用全封闭 SUS304 结构，无泄露，制冷效果好；可选配真空绝热定制，节能，制

冷效果更佳；

5：超低温度，气体结露点温度可低至≦-100℃；降温稳定迅速；

6：可连续长时间制冷输出，满足试验要求。

7：可选配流量调节、计量等功能；可选配大流量机组；

8：Deepcold 专业开发的控制系统，全方位自动监控控制设备运行；保障设备运行可靠性，运行状态一目了然；

9：具有温度、时间显示与设定功能，提供曲线记录数据保存等功能；

10：可选配电热回温装置，排气温度为常温;

11：可选配自动排水装置；可选配 RS485 通讯或其他联机方式，实现无缝远程控制；
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应用行业图谱：

型号定义：

DC/GD○1 - ○2 ○3 /○4 /○5 /○6 /○7 /○8 /○9 /○10 /○11 /○12

型号说明：

DC/GD:蒂珀克○R 超低结露点气体机组；

备注：○1 ~○5 为基础型号，○6 ~○12 为扩展型号；

例如：DC/GD1-080/01/03/F/2/T/H/L/N/A DC/GD1-100/05/15/W/3/S/S/L/T/N/E
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Ultralow Dew point Gas Unit
This equipment applies the original imported compressor and auto-cascade refrigerating technology with a strong

refrigerating capacity and low temperature. The dew point of prepared gas is -50~-120℃ with the gas flow is 0~300L/min.

Its applies the compound environment-friendly refrigerant, and applies the unit independently researched and developed by

our company as its refrigerating unit with a fast refrigeration, energy saving and environment protection; Gas channel

applies the special closed heat exchange structure with a high pressure-bearing, large flow, fast heat exchange and low

temperature. It is mainly applicable to the research institutes, military engineering, automobile and semiconductor industry;

Functions are optional: flow control, pressure control, timing defrosting etc.

Please consult our company for any special demand. We are willing to accept any of your customized requirement.

Equipment Feature

1：Apply the auto-Refrigerating Cascade（ARC) technology;

2：Apply the refrigerating unit of independent research and development for ARC with no leakage of refrigerant and

extension of service life for equipment;

3：Adopting the original imported compressor with features of a smooth operation, low noise, low power, low energy
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consumption and long life.

4：High-efficiency oil filter of independent research and development can realize a separation effect over 99.9%, enhancing

the refrigerating efficiency;

5：Integral design for evaporator and gas channel, apply fully-enclosed SUS 304 structure without any leakage but a better

refrigerating effect; Optional vacuum vacuum insulation customization with a energy saving and better refrigerating effect;

5：Ultralow temperature, gas dew point temperature can be as low as≦-100℃ with a stable and fast temperature reduction;

6：Ultralow temperature with a stable and rapid temperature reduction;

7：Optional functions e.g. flow regulation, metering etc.; Optional mass flow unit;

8：Controlling system professionally developed by Deepcold can realize an all-around automatic monitoring and controlling

of equipment operation; Ensure a reliable operation of equipment and a transparent operation status;

9：Configured with temperature, time display and setting function, provide the functions e.g. curve record and data saving

etc.

10：Optional electric reheating device, and the discharge temperature is normal;DE
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11：Optional automatic drainage device; optional RS485 communication or other on-line modes, realizing a seamless and

remote control;

Applicable Industry Guide:

Model Definition:

DC/GD ○1 -

○2 ○3 /○4 /○5 /○6 /○7 /○8 /○9 /○10 /○11 /○12

Model Instruction:

DC/GD:Deepcold○R ；Ultralow Dew point Gas Unit

Remarks:○1 ~○5 are basic models,○6 ~○12 are expanding model;

Example:DC/GD1-080/01/03/F/2/T/H/L/N/A DC/GD1-100/05/15/W/3/S/S/L/T/N/E
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配置说明：Configuration Table
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